
DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

Filename:SHEET NO.REVISION DESCRIPTIONDATEREV.

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

OF WORK WHICH WILL BE REQUIRED.

THE CONDITIONS OF ACTUAL QUANTITIES 

IN NO WAY WARRANTED TO INDICATE 

INVESTIGATIONS BY THE STATE AND IS

SHEETS IS BASED ON LIMITED 

QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

SCALE AS NOTED

T

UCI
TCENNO

C

N
O

I
T

A
T

R
O

P
S

NART FO
 

T

N
E

M
T

R
A

P
E

D

7/17/2013

BLOCK:  

SIGNATURE/

DATE:  APPROVED BY:  

OFFICE OF ENGINEERING

 

...\Ncias3_2008.dgnPlotted Date:

-

-

-

$S$

 

-

 

 
-

 
 

7''

GENERAL NOTES:

OF EACH RAIL SHALL HAVE A SLOT AND THE OTHER A HOLE AS SHOWN.

TWO (2) 2 -•" x 23'-6" LONG SKID RAILS SHALL BE PROVIDED WITH EACH NCIAS UNIT. ONE END

ƒ" BEVEL AS SHOWN.

RETAINED WITHIN THE ANCHOR PLATE. THE FRONT EDGE OF EACH FRONT ANCHOR PLATE SHALL HAVE

„" COTTER PINS. THE COTTER PIN HOLES SHALL BE DRILLED SUCH THAT THE ANCHOR PIN IS FIRMLY 

PLATE ASSEMBLY SHALL HAVE A SOLID 2" - DIAMETER ANCHOR PIN HAVING DRILLED HOLES TO ACCEPT

TWO (2) FRONT ANCHOR PLATES SHALL BE PROVIDED WITH EACH NCIAS UNIT. EACH FRONT ANCHOR 

CLIPS SHALL BE WELDED TO THE INSIDES OF CYLINDERS 5 THROUGH 7.

ALL RETAINER ANCHOR BOLT HOLES SHALL BE 1" -  DIAMETER AND LOCATED AS SHOWN. RETAINER 

EDGES OF THE RETAINERS SHALL BE FLUSH WITH THE BOTTOMS OF THE RETAINER BASE PLATES.

ALL REINFORCING GUSSETS (FOUR (4) PER RETAINER) SHALL BE •" THICK. THE EXTREME FRONT 

STANDARD STRUCTURAL ANGLE SECTIONS, AND SHALL CONFORM TO THE DIMENSIONS SHOWN HERE. 

5 TROUGH 7 SHALL BE PROVIDED. ALL RETAINERS SHALL BE FABRICATED FROM •"  PLATE AND 

LATERAL DEFLECTION RETAINERS POSITIONED ON THE CONCRETE BASE PAD AND INSIDE CYLINDERS 

…"

TYP.

•" …"

1''1''

3" 4"

2"

SKID RAIL (TYP.)

EDGE OF CYLINDER

FLUSH WITH BOTTOM

WELD BOTTOM OF CHIP 

(TYP. BOTH SIDES)

4" x 4" x•"      DIMENSIONS.
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BE ALUMINUM OR GALVANIZED)

(MOUNTING HARDWARE SHALL

MOUNTED ON CENTER OF CLY. 1

OBJECT MARKER (9 REFLECTORS)

18" x 18" SQUARE TYPE OM-1
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(OUTSIDE POSITION)
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(INSIDE POSITION)
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