






DATA SHEET NO. 4 
SUMMARY OF RESULTS FOR TEST NO. 2-32 

 

                               
 

GENERAL INFORMATION OCCUPANT RISK VALUES 
TEST AGENCY KARCO ENGINEERING, LLC IMPACT VELOCITY  (m/sec)  

TEST NO. 2-32 X-DIRECTION 8.3 
DATE 11/11/04 Y-DIRECTION 0.8 

TEST ARTICLE SCI70GM THIV (optional) N/A 
TYPE CRASH CUSHION RIDEDOWN ACCELERATION (g’s)  

INSTALLATAION LENGTH (m) 4.1 m (13.5  ft.) X-DIRECTION 12.4 
SIZE AND/OR DIMENSION OF KEY ELEMENTS  Y-DIRECTION 2.3 

SOIL TYPE AND CONDITION CONCRETE PHD (optional) N/A 
TEST VEHICLE 820C ASI (optional) 1.08 

TYPE PRODUCTION TEST ARTICLE DEFLECTIONS (m)  
DESIGNATION 2-32 DYNAMIC LATERAL 0 

MODEL 1998 Chevrolet Metro  LONGITUDINAL 2.0 m (6.7 ft.) 
MASS (CURB) 811 kg (1788 lb) PERMANENT 2.0 m (6.7 ft.) 

MASS (TEST INERTIAL) 843 kg (1860 lb.) VEHICLE DAMAGE  
DUMMY(s) MASS 75 Kg. EXTERIOR  

GROSS STATIC WEIGHT 918 kg (2024 lb.) VDS 11-FD-6 
IMPACT CONDITIONS  CDC 111FYMW5 

SPEED (km/h) 68.81 INTERIOR  
ANGLE (Deg.) 15.0 OCDI RF0000011 

IMPACT SEVERITY (kJ) 145.4 POST IMPACT VEHICULAR BEHAVIOR  
EXIT CONDITIONS  MAXIMUM ROLL ANGLE (Deg.) Not Recorded 

SPEED (km/h) 4.4 MAXIMUM PITCH ANGLE (Deg.) -1.2 
ANGLE (Deg.) -13.4 MAXIMUM YAW ANGLE (Deg.) -13.4 
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DATA SHEET NO. 4 
SUMMARY OF RESULTS FOR TEST NO. 2-31 

    
 

GENERAL INFORMATION OCCUPANT RISK VALUES 
Test Agency Karco Engineering, LLC IMPACT VELOCITY (m/s)  

Test No. 2-31 X-Direction 7.8 
Date 11/11/04 Y-Direction 0.0 

Test Article SCI70GM THIV (optional) N/A 
Type Crash Cushion RIDEDOWN ACCELERATION (g’s)  

Installation Length (m) 4.1 M (13ft 6in) X-Direction -11.5 
Size And/Or Dimension Of Key Elements  Y-Direction -4.1 

Soil Type And Condition Concrete PHD (optional) N/A 
Test Vehicle 2000p ASI (optional) 0.76 

Type Production TEST ARTICLE DEFLECTIONS (m)  
Designation 2-31 Dynamic Lateral 0 

Model 1997 Chevrolet C2500 Longitude 2.9 M (9 Ft. 6 In.) 
Mass (Curb) 2116 Kg (4666 Lb) Permanent 2.9 M (9 Ft. 6 In.) 

Mass (Test Inertial) 1962 Kg (4326 Lb.) VEHICLE DAMAGE  
Dummy(S) Mass N/A Exterior  

Gross Static Weight 1962 Kg (4326 Lb.) VDS 12-FD-2 
IMPACT CONDITIONS  CDC 12FCEW1 

Speed (Km/H) 68.20 INTERIOR  
Angle (Deg.) 0.0 OCDI RF0001000 

Impact Severity (KJ) 351.9 POST IMPACT VEHICULAR BEHAVIOR  
EXIT CONDITIONS  Maximum Roll Angle (Deg.) Not Recorded 

Speed (Km/h) -1.7 Maximum Pitch Angle (Deg.) -8.9 
Angle (Deg.) 0 Maximum Yaw Angle (Deg.) -12.9 
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